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Excellent performance in
low-light environments

Modular with full integrated 
components

Easy to install

7500 Lumens

Intense Light

50W SOLAR

Andre Marques



17

SPECIFICATIONS

Item name 50W Solar powered street light

Input voltage 36VDC LED Module (IP68)

LED Chip Philips module LED SMD 3030 module

150 lm/w

Luminous Flux 7500lumens

CRI ≥75

Color Temperature 3000K - 6500K

LED Viewing Angle 150° x 75°

Life Span 50, 000 hours

IP / IK Rating IP65/IK09

Power Factor(PF) ≥0.95

Solar panel power 130W/18V Mono PV panel

Working Temperature -20°C~ 60°C

Lithium Battery 896(Wh) with controller (70ah/12.8)

Solar charge controller 10A PWM IP68 waterproof

Lamp Fixture Body High-Pressure Die-Casting Aluminum 
Corrosion Resistant

Lamp Installation dia. 60mm

Warranty time 3 years Battery / 10 years Solar Panel

 

Lamp Efficiency

Why Choose Plasgain
Solar light

130 Watt Mono Crystalline Panels 
with LiFePO4 Batteries

Battery encased Luminaire

Programmable Operating Times

PIR Motion Sensors

Flexible design allows solar 
panel to be swung 260 deg for 
optimum sunlight

In-House Paint facility for 
customised colour options

Modular Design with Die-Cast 
Housing for excellent thermal 
management

Top quality Philips Module LED 
Chips

Crystal clear, anti-scratch, anti-
shock Japanese polycarbonate lens

Applications:
Recreational Reserves

Car Parks

Shared Pathways

Walking Trails

Pedestrian Crossings

Residential RoadsSPECIFICATIONS

Item name 50W Solar powered street light

Input voltage 36VDC LED Module (IP68)

LED Chip Philips module LED SMD 3030 module

150 lm/w

Luminous Flux 7500lumens

CRI ≥75

Color Temperature 3000K - 6500K

LED Viewing Angle 150° x 75°

Life Span 50, 000 hours

IP / IK Rating IP65/IK09

Power Factor(PF) ≥0.95

Solar panel power 130W/18V Mono PV panel

Working Temperature -20°C~ 60°C

Lithium Battery 896(Wh) with controller (70ah/12.8)

Solar charge controller 10A PWM IP68 waterproof

Lamp Fixture Body High-Pressure Die-Casting Aluminum 
Corrosion Resistant

Lamp Installation dia. 60mm

Warranty time 3 years Battery / 10 years Solar Panel

 

Lamp Efficiency

Our most reliable and aesthetically designed solar luminaire 
offering eco-friendly, off-grid solution where conventional 
lighting is unfeasible. It’s a split-system modular design and 
comes furnished with a diverse range of pole configurations 
to optimise aesthetics to existing landscape.
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