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30W Solar Light
with 90W Solar

30W with Motion Sensor
60W with Motion Sensor
120W Set Time All-In-One

10W Wall or wall mounted

320W / 75W V-LED
Solar Street Light

80W CCTV Infrared
Portable Solar System

Plasgain is committed to designing and manufacturing products that 
promote sustainability and benefit the environment well into the future.  To 
reflect that we are developing a large range of solar lighting products to suit 
any project.  With permanent  and portable solutions, we can customize your 
job for the optimum outcome.

SOLAR LIGHTING

Andre Marques



10  plasgain.com.au

Latest LED technology with LED Modular 
Thermal Design

Modular Battery Design with easy 
replacement capabilities

Smart Battery Protection System 

Superior AL6063 Aluminium Frame with 
Monocrystalline Solar Panel

Firstly unscrew sensor 
plate and remove 
before removing 

battery

1

2

Remove battery box 
and replace battery if 

required

10

All-In-One Solar Lights 30W, 60W and 120W

SOLAR LIGHTING SUPERLUX RANGE

Andre Marques
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Strong Aluminium All-
In-One Design with 
Phillips LED Chips. 
Different sizes and 
functions to suit your 
application.

60W Superlux

120W Superlux

LED Brand Phillips Phillips Phillips
LED Qty (chips) 72 144 384

Solar Panel 18V / 60W 18V / 90W 36V / 160W
LiFe PO4 Battery 12.8V / 307.2Wh 12.8V / 460.8Wh 25.6Ah / 921.6Wh

Light Mode PIR /Time Control PIR / Time Control Time Control
Product Dimensions 753 x 373 x 60mm 1123 x 373 x 60mm 1712 x 423 x 60mm
Product Net Weight 12Kg 17Kg 32.8Kg

Luminous Flux 5400Lm 10800Lm 21600Lm
LED Light Effect 200Lm/W

Colour Temperature 2700 -6500
Beam Angle 150° x 80°

MODEL LRC -H 30W LRC -H 60W LRC -H 120W

30W Superlux

SOLAR LIGHTING SUPERLUX RANGE

Andre Marques
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Integrated Battery Protection System

SOLAR LIGHTING SUPERLUX RANGE

Andre Marques
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SPECIFICATIONS

Block Width 1150 x 1150 mm

Block Height 502 mm

Block Weight 1153 Kg

Fork Ports 200 x 100 mm

Height Lowered 3.2 Meters

Height Extended 6 -7 Meters

Total Weight 1300.8 Kg

LIGHT HEAD SPECIFICATIONS

LED Brand Phillips

LED Qty (Chips) 384

Solar Panel 36V/160W

LiFe PO4 Battery 25.6Ah/921.6Wh

Light Mode Time Control (Remote Control)

Product Dimensions 1712 x 423 x 60mm

Product Net Weight 32.8Kg

Luminous Flux 21,600Lm

Colour Temperature 2700~6500

Beam Angle 150°x 80°

Why Choose Plasgain
Portable Solar light

A blend of power and reliability, 
our all-in-one 120W Telescopic 
Solar Light offers the perfect 
portable solutions

Safety yellow is the standard 
base colour and can be custom 
painted any colour to suit 
customer branding

Designed with fork-lift slots for 
simple manoeuvrability

Lifting Lugs and Built-in SST 
ferrules

Remote Control Programmable 
for operating times

160W monocrystalline Panel

Telescopic light can be raised or 
lowered within minutes making 
it an easy choice for many 
temporary lighting applications

Commonly supplied to 
construction projects, Council 
temporary works, and make 
the perfect addition to hire 
companies fleet

Powerful LED Solar Light Head coupled 
with Unique Concrete Filled Metal 
Encased Block with Telescopic Mast

No Wires, No Fuel,
No Noise, Solar Powered
- The Perfect Solution
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P Category/Path Lighting/Car Parks

Luminaire Luminaire
 Wattage Lumens      Efficacy    Voltage Colour 

Temp CRI     Lens Solar 
Pole

Solar Panel 
Power Solar Panel Battery 

Capacity

ZALSS2030-
15W-3K- TX- H

15W Light 2400lms

150lm/w

12VDC

3000

70 2,3,4

Pro Blade 
Solar 75 75W 2030 460.8Wh

ZALSS2030-
15W-4K-TX-H

4000

ZALSS2030-
2X15W-3K-TX-H

2 x 15W 
Light 2x2400lms

3000

ZALSS2030-
2X15W-4K-TX-H

4000

ZALSS2060-
40W-3K- TX- H

40W Light 6400lms

3000

Pro Blade 
Solar 125

125W 2060 921.6Wh

ZALSS2060-
40W-4K-TX-H

4000

ZALSS2060-
60W-3K-TX-H

60W Light 8900lms 24VDC

3000

ZALSS2060-
60W-3K-TX-H

4000

TX - Outreach Distance 
H= Light Mounting Height, X/(GS/B)= Pole Type/Colour, A Plaspole, B Tapered, C Round
* Note Solar Panel will be 0.5m higher than H Value, GS/galvanised Steel, B= Black
Colour temperatures 2200, 2700K available on request

SUSTAINABLE POLE AND LIGHTING SOLUTIONS

Plasgain and enLighten have collaborated to provide a turnkey solar lighting solution. Plasgain is a family-owned 
Australian company whose purpose is “Advancing Sustainable Development”. We want to have a positive impact on our 
community and our environment, by manufacturing locally, creating regional employment, recycling waste into useful 
products, making our roads safer and harnessing the power of the sun to light the way through our innovative lighting 
products.

Our street lighting, safety products and solar lighting help create urban environments that keep our communities safe. 
Every day, our people use their combined expertise in engineering, recycling, urban development, solar and street 
lighting to benefit communities all over Australia.

PRODUCT RANGE

P Category / Path Lighting / Car Parks

PRO BLADE SOLAR 75/125

Andre Marques
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Model: SR-1010
Power: 10W
Beam Angle: 120°
Luminous Flux: 630lm (6000K)
Luminous Efficacy: 63lm/W (6000K)
Lighting Duration: 17hrs*¹
Time to fully charged: 7~8hrs*²
Battery: 7.4V 15Ah
Solar Panel: 20W
Luminaire Material: Aluminium
Weight: 4.7 kg/10.36 lb
Operating Temperature: 
-42°C~+50°C,  -44°F~+122°F

Warranty : 5 years

BATTERY
17 hours of
light from 
a single full 
charge.

SOLAR
PANEL
8 hours to 
fully charge

CIRCUIT
PROTECTION
One-way pressure 
release valve

DESIGNED for
DURABILITY
Water proof 
Shock Resistant
Corrosion Resistant
Insect Proof

ADJUSTABLE
3-Axis rotation
Flexible 
mounting 
positions

10W Solar Light

SOLAR LIGHTING DELTALUX RANGE

Andre Marques
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Excellent performance in
low-light environments

Modular with full integrated 
components

Easy to install

7500 Lumens

Intense Light

50W SOLAR

Andre Marques
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SPECIFICATIONS

Item name 50W Solar powered street light

Input voltage 36VDC LED Module (IP68)

LED Chip Philips module LED SMD 3030 module

150 lm/w

Luminous Flux 7500lumens

CRI ≥75

Color Temperature 3000K - 6500K

LED Viewing Angle 150° x 75°

Life Span 50, 000 hours

IP / IK Rating IP65/IK09

Power Factor(PF) ≥0.95

Solar panel power 130W/18V Mono PV panel

Working Temperature -20°C~ 60°C

Lithium Battery 896(Wh) with controller (70ah/12.8)

Solar charge controller 10A PWM IP68 waterproof

Lamp Fixture Body High-Pressure Die-Casting Aluminum 
Corrosion Resistant

Lamp Installation dia. 60mm

Warranty time 3 years Battery / 10 years Solar Panel

 

Lamp Efficiency

Why Choose Plasgain
Solar light

130 Watt Mono Crystalline Panels 
with LiFePO4 Batteries

Battery encased Luminaire

Programmable Operating Times

PIR Motion Sensors

Flexible design allows solar 
panel to be swung 260 deg for 
optimum sunlight

In-House Paint facility for 
customised colour options

Modular Design with Die-Cast 
Housing for excellent thermal 
management

Top quality Philips Module LED 
Chips

Crystal clear, anti-scratch, anti-
shock Japanese polycarbonate lens

Applications:
Recreational Reserves

Car Parks

Shared Pathways

Walking Trails

Pedestrian Crossings

Residential RoadsSPECIFICATIONS
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Lamp Efficiency

Our most reliable and aesthetically designed solar luminaire 
offering eco-friendly, off-grid solution where conventional 
lighting is unfeasible. It’s a split-system modular design and 
comes furnished with a diverse range of pole configurations 
to optimise aesthetics to existing landscape.

SPECIFICATIONS

Item name 50W Solar powered street light

Input voltage 36VDC LED Module (IP68)

LED Chip Philips module LED SMD 3030 module

150 lm/w

Luminous Flux 7500lumens

CRI ≥75

Color Temperature 3000K - 6500K

LED Viewing Angle 150° x 75°

Life Span 50, 000 hours

IP / IK Rating IP65/IK09

Power Factor(PF) ≥0.95

Solar panel power 130W/18V Mono PV panel

Working Temperature -20°C~ 60°C

Lithium Battery 896(Wh) with controller (70ah/12.8)

Solar charge controller 10A PWM IP68 waterproof

Lamp Fixture Body High-Pressure Die-Casting Aluminum 
Corrosion Resistant

Lamp Installation dia. 60mm

Warranty time 3 years Battery / 10 years Solar Panel

 

Lamp Efficiency

SPECIFICATIONS

Item name 50W Solar powered street light

Input voltage 36VDC LED Module (IP68)

LED Chip Philips module LED SMD 3030 module

150 lm/w

Luminous Flux 7500lumens

CRI ≥75

Color Temperature 3000K - 6500K

LED Viewing Angle 150° x 75°

Life Span 50, 000 hours

IP / IK Rating IP65/IK09

Power Factor(PF) ≥0.95

Solar panel power 130W/18V Mono PV panel

Working Temperature -20°C~ 60°C

Lithium Battery 896(Wh) with controller (70ah/12.8)

Solar charge controller 10A PWM IP68 waterproof

Lamp Fixture Body High-Pressure Die-Casting Aluminum 
Corrosion Resistant

Lamp Installation dia. 60mm

Warranty time 3 years Battery / 10 years Solar Panel

 

Lamp Efficiency

plasgain.com.au   17

Andre Marques



18  plasgain.com.au
19

 

 

Powerful Lithium-ion 2800Wh 
Battery

Brings light to areas without 
access to electric grid

Sturdy construction for long life

High Performance Roadway 
Luminaire complying to TS 1158.6

8.5 Meter Slip Base Pole with 3 
Meter VESI Outreach

Smart city ready for sustainable 
cities

Solar Roadway
V-LED 70W Light

Roadway V-LED 70W

SOLAR LIGHT

Andre Marques
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Why Choose Plasgain
Roadway Solar light

Direct Replacement of 
conventional HPS, Mercury 
Vapour and Metal Halide

460 Watt Mono Crystalline Panels 
with LiFePO4 Batteries

Programmable Operating Times

Flexible design allows solar panel 
to be swung 360 deg for optimum 
sunlight

Modular Design with Die-Cast 
Housing for excellent thermal 
management

Applications:
Highways

Shared Pathways

Larger play areas

Blackspot Locations

Carparks

Mining areas

The Optimum Roadway light offers superior performance 
coupled with a robust Solar design offering perfect alternative 
to main powered lights with same light output. This solar 
light is meticulously crafted to offer consistent and vibrant 
illumination throughout the night, outperforming conventional 
on-grid streetlights. With cutting-edge advancements in solar 
technology, the Roadway Solar V-LED Light with powerful 
Lithium-ion batteries built into the twin 230W Solar panels, 
a total of 2800Wh battery storage will reliably light up the 
required area with plenty of backup, can operate at full capacity 
for multiple days, even in adverse weather conditions.

TECHNICAL SPECIFICATIONS
Body: High Pressure Die-cast Aluminium (marine grade)

Optics: Type 2/3/5 (Std)

LED: CREE

Yes

Glare Shields Yes

CCT 3000K, 4000K standard, 5000k Yes

Wattage: 70 watts

Finishing: Powder Coat (Grey Standard)

Mounting: 9 – 15 m

Fixing: 43mm to 48mm Spigot entry

IP rating: IP66

IK rating: IK06
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ELECTRICAL
Power factor : > 0.9

IP67 rated driver with >100,000 hours rated life time

Input voltage 220-240V, 50/60Hz

IP65 rated surge protection, 20kV/10kA with end of life LED indicator

System power factor >90% and THD<20%

Class 1 insulated

Dali 2.0 (D4i) driver with 24V DC Aux. is standard, other options available 
on request

7-pin NEMA socket prewired for dimming, digital and analogue sensor 
inputs to ANSI C136.41

Optional Zhaga Book 18 to support additional sensors/IoT devices

Andre Marques
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With a built-in 4G and WIFI control centre you can monitor and control the lights 
remotely. If there has been little or no sun for a number of days running, you can 
lower the wattage to help maintain the lights performance during this period. 

All this can be monitored through your PC or Smart Device. 

Internet Internet

Internet

GPRS Base
Station

ConcentratorConcentrator

Wireless Communication

Wireless module
& Street Light

Controller

Solar Street
Lights

GPRS GPRS

Solar Street Lighting System Management Centre

Smart Panel Management System

SOLAR STREET LIGHTING

  

Andre Marques
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No Power or Cabling required, 4G & Wifi

Fast charging long life lithium-ion batteries

Internet Compatible, remote monitoring

Smart device connection, iPhone, iPad, Android

Supports manual PTZ rotation and lens zoom

Horizontal Rotation 0-355° Vertical rotation 
0-90°

Motion Sensor can send alarm to phone, 
mailbox

Infrared Distance up to 30 Meters

Sealing grade rated to IP66 

4G Antenna

WIFI Antenna

2 x Array Infrared Lights

4 x Light Sources
HD Zoom Lens

Camera

Can be used for 
Portable or Permanent 
applications

80W Solar CCTV Camera

SOLAR CCTV

Andre Marques
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DESCRIPTION AND SPECIFICATIONS
Solar Panel Max Power 18V   80W

Lifespan 25 Years
Battery Type LiFe PO4 / 12.8V  / 42AH  

Back-up 5-7 rainy days

Lifespan 8-10 Years

Controller Solar Controller 12V / 10A

Voltage Regulator 12V

Camera Size and Materials 2.5” Aluminium Body
Connectivity 4G / WIFI
Remote
Operation

Watch Live Video and Video 
Playback

Image Capture and Download 
Video

Voice Intercom One Voice Intercom – (Two 
Way within 20meters)

Voice Alarm Alarm Whistle starts when 
abnormal intrusion

Motion Detection Send Alarm info through to 
phone / mailbox

Night Vision 3 Ways : Infrared / Full 
Colour / Smart

Effective Pixels 5 MP (2560* 1950) ; 2 MP 
(1920* 1080)

Storage Capacity Default : 64G (5-7 Days 
recording) Can be fitted with 

larger SD Cards (128G etc.)

Software Multi Platforms Android / iOS / PC
Charge Time Full Charging Time 6-8 Hours

Working Hours 24/7 Video Records Continuously
Environment

Parameter

Discharging Temperature -20 °C to +60° C
Charging Temperature 0°C to +60° C
Storage Temperature -20 °C to +45° C

Installation Recommended Installation Height  3-6 Meters
IP Rating IP66

Camera Specification Sheet

SOLAR CCTV

Andre Marques


