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Powerful Lithium-ion 2800Wh 
Battery

Brings light to areas without 
access to electric grid

Sturdy construction for long life

High Performance Roadway 
Luminaire complying to TS 1158.6

8.5 Meter Slip Base Pole with 3 
Meter VESI Outreach

Smart city ready for sustainable 
cities

Solar Roadway
V-LED 70W Light

Roadway V-LED 70W

SOLAR LIGHT

Andre Marques



19
plasgain.com.au   19

Why Choose Plasgain
Roadway Solar light

Direct Replacement of 
conventional HPS, Mercury 
Vapour and Metal Halide

460 Watt Mono Crystalline Panels 
with LiFePO4 Batteries

Programmable Operating Times

Flexible design allows solar panel 
to be swung 360 deg for optimum 
sunlight

Modular Design with Die-Cast 
Housing for excellent thermal 
management

Applications:
Highways

Shared Pathways

Larger play areas

Blackspot Locations

Carparks

Mining areas

The Optimum Roadway light offers superior performance 
coupled with a robust Solar design offering perfect alternative 
to main powered lights with same light output. This solar 
light is meticulously crafted to offer consistent and vibrant 
illumination throughout the night, outperforming conventional 
on-grid streetlights. With cutting-edge advancements in solar 
technology, the Roadway Solar V-LED Light with powerful 
Lithium-ion batteries built into the twin 230W Solar panels, 
a total of 2800Wh battery storage will reliably light up the 
required area with plenty of backup, can operate at full capacity 
for multiple days, even in adverse weather conditions.

TECHNICAL SPECIFICATIONS
Body: High Pressure Die-cast Aluminium (marine grade)

Optics: Type 2/3/5 (Std)

LED: CREE

Yes

Glare Shields Yes

CCT 3000K, 4000K standard, 5000k Yes

Wattage: 70 watts

Finishing: Powder Coat (Grey Standard)

Mounting: 9 – 15 m

Fixing: 43mm to 48mm Spigot entry

IP rating: IP66

IK rating: IK06
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ELECTRICAL
Power factor : > 0.9

IP67 rated driver with >100,000 hours rated life time

Input voltage 220-240V, 50/60Hz

IP65 rated surge protection, 20kV/10kA with end of life LED indicator

System power factor >90% and THD<20%

Class 1 insulated

Dali 2.0 (D4i) driver with 24V DC Aux. is standard, other options available 
on request

7-pin NEMA socket prewired for dimming, digital and analogue sensor 
inputs to ANSI C136.41

Optional Zhaga Book 18 to support additional sensors/IoT devices
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